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Effective Core Parameters:

Σ Ι/Α Le Ae Ve

mm-¹ mm mm ² mm ³

NT-62/38/27 0,478 150,98 315,696   47662,68

NT-62/42/8 2,017 159,31 79,00       12584,5

NT-62/42/20 0,815 159,3 195,57     31154,8

NT-94/54/13 0,88 220,32 249,32     54929,77

NT-94/54/20 0,564 220,32 390,40     86027

Dimensions in mm

MAT. Al [nH] Tol.% Ø D Tol. Ø d Tol. h Tol. WEIGHT ~g 

NT-62/38/27-6000-IP12E IP12E 6000 ± 25 62,0 ± 1,5 38,0 ± 1,20 27,0 ± 0,8 240

NT-62/38/27-9000-TH50 TH50 9000 ± 25 62,0 ± 1,5 38,0 ± 1,2 27,0 ± 0,8 240

**NT-62/42/8-1300-IP12R IP12R 1300 ± 25 62,0 ± 2,5 42,0 ± 1,5 8,0 ± 0,6 57,50

**NT-62/42/20-3550-IP12E IP12E 3550 ± 25 62,0 ± 2,5 42,0 ± 1,5 20,0 ± 0,6 153,00

**NT-94/54/13-2500-IP6 IP6 2500 ± 25 94,0 ± 1,5 53,7 ± 1,5 12,7 ± 0,5 272,00

**NT-94/54/20-3900-IP12E IP12E 3900 ± 25 94,0 ± 1,5 53,7 ± 1,5 20 ± 0,5 422.00

Others AL's by consulting
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 Note 1: ** The cores listed above may be supplied with or without coating

 Note 2: In case of a coated core, the maximum dimensions of the external surfaces are increased in  0.25mm and     the 

minimum dimensions of the internal surfaces are reduced in 0.25mm. 


